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Midmark 
Professional Sterilization Systems 

60 Litre B Class Sterilizer 



 

C
on

ce
pt

io
n 

:

A
Multifunction display controlled
by micro-processor

S
Double and patented
motor-operated closure

I
Built-in printer
and usb connection

C
Stainless steel chamber
without any welding

1
16A 240 VAC
single phase plug

2 
2 vacuum pumps

P
Aluminium trays

R
Inner heater

S
Osmosis system

Complete cabinet

     

      

    

   

     

     

      

    

   

      

134°C classe B

121°C classe B

134°C PRION

134°C classe S

     

     

    

   

     

     

     

    

   

    

� T
Sterilization temperature........................... 134°C

� P
Sterilization pressure.................................. 2,1 bar

� T
Sterilization time............................................................ 5’

� T
Drying time....................................................................... 15’

� D
Cycle time*................................................................. 1h15’

� T
Sterilization temperature........................... 121°C

� P
Sterilization pressure.................................. 1,1 bar

� T
Sterilization time ........................................................ 18’

� T
Drying time....................................................................... 15’

� D
Cycle time*................................................................. 1h25’

� T
Sterilization temperature........................... 134°C

� P
Sterilization pressure.................................. 2,1 bar

� T
Sterilization time ........................................................ 20’

� T
Drying time....................................................................... 15’

� D
Cycle time*................................................................. 1h35’

� T
Sterilization temperature........................... 134°C

� P
Sterilization pressure.................................. 2,1 bar

� T
Sterilization time............................................................ 5’

� T
Drying time....................................................................... 15’

� D
Cycle time*......................................................................... 1h

 STERILIZATION CYCLES

*
* Approx. cycle length calculated with warm chamber at full load.

Standard Features 
 High throughput—large 60 litre capacity 

 Built in printer and USB connection 

 Class B with EN 13060 compliance 

 Wide range of cycles at 121°C and 134°C  
 for porous loads and pouches 
 Integrated reverse osmosis system 

 Supplied with tray holder and 4 trays 

 Low water consumption—3.5 litres per cycle 

 Power connection—16A 240V 50Hz-60Hz 

 Single phase plug 

 User friendly operation 

Specifications 
 Height: 820mm (1600mm with stand) 

 Width: 646mm (680mm with stand) 

 Depth: 783mm 

 Weight: 160kg (205kg with stand) 

 Chamber volume: 59.9 litres 

 Chamber diameter: 355mm 

 Chamber depth: 605mm 

 Free sterilisable weight: 15kg 

 Sterilisable package weight: 7kg 


