
Aohua Endoscopy 

Aohua Endoscopy Co., Ltd. was originally incorporated in 1994, a globally-renowned medical endoscope manufacturing 
company with products consisting of video endoscopy system, endoscopy peripheral equipment, endoscopic diagnosis and 
treatment device etc. And sales network covering more than 80 countries and regions in the world. Our mission is to take the lead 
of endoscope technology innovation and push forward the technological progress of endoscopic diagnosis and treatment 
technology. We will proactively and constantly serve the cause of human health. 

To date, more than 10,000 hospitals around the world are using Aohua endoscopy equipment. It is precisely because of the 
existence of Aohua who is providing abundant, easy to use and affordable endoscopic products and services that thousands of 
hospitals can carry out endoscopic diagnosis and treatment services. Aohua now provides end-to-end solution and service to 
end-users with digestive endoscopy equipment, endoscopic diagnosis and treatment consumables, surgical endoscopy products 
and peripheral devices. 

AOHUA vet-OR 1200 HD
VETERINÄRA ENDOSKOP NU MED HIGH DEFINITION!
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200 
Översikt över veterinära 
endoskop med High Definition

Megapixel Display HD display, true representation 

Jämförelse mellan standard upplösning och hög upplösning, High Definition, HD
Med HD bild blir det möjligt att se mer detaljer och små skillnader kan uppfattas av ögat.

••• .... , ••••• ..... , ....... . . .. , ... , •• ••••• ••• .... , �--· ..... ,■■■, ••• •••• 
, .... 

� ,, .. -... ��■■f' ........ •••••r ...... , ....... •• , ...... ,., ..... .. ........ ... •••••• . ... ...... ....... .... , ....... ,■■r r- ...... ,■■■!:: , ... .,., ... �,, 

En HD bild kräver en skärm med hög upplösning, en processor med mjukvara för HD och endoskop med HD 
sensor.

Endoskop
Endoskop för sällskapsdjur och för häst. Med tillräcklig längd och bra design har AOHUA ett sortiment med endoskop 
för de flesta ändamål till både sällskapsdjur som till produktionsdjur. Välj bland olika dimensioner, olika stora 
arbetskanaler och ta en diskussion med din AOHUA representant.

VET-8015 
Working length 
Diameter of distal-end 
Diameter of instrument channel 
Range of bending 

Rieil,t♦ 

1500 mm 
8.5mm 
2.0 mm 

U210° D90° R/L100° 

VET-8015{<1>8.Smm) 

VET-6010 
Working length 
Diameter of distal-end 
Diameter of instrument channel 
Range of bending 

VET-6010(<1>8.5mm) 

,---

1000 mm 
5.8mm 
2.0 mm 

U180° D160° 

VET-9215 VET-1330 
Working length 1500 mm Working length 3000 mm 
Diameter of distal-end 9.0mm Diameter of distal-end 12.8 mm 
Diameter of instrument channel 2.8 mm Diameter of instrument channel 3.7 mm 
Range of bending U210° D90° R/L 100° Range of bending U/D180° R/L 160° 

VET-9830 VET-1335 
Working length 3000 mm Working length 3500 mm 
Diameter of distal-end 9.6 mm Diameter of distal-end 12.8 mm 
Diameter of instrument channel 2.8 mm Diameter of instrument channel 3.7 mm 
Range of bending U210° D90° R/L 100° Range of bending U/0180° R/L 100° 

QM■,iW VET-9215( <1>9.0mm) 

VET-9830(<1>9.6mm) 
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Working length 
Diameter of distal-end 
Diameter of instrument channel 
Range of bending 

1500 mm 
8.5mm 
2,5   mm 

U210° D90° R/L100° 
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Vet – OR 1200 HD Li, processor med inbyggt 
Litium Jon batteri för användning i fält.
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Portabla videoendoskop
med integrerad skärm och processor för 
ambulatorisk verksamhet.

MVE, portabla videoendoskop
MVE 5010, MVE 6010 och MVE 9215 är alla 
portabla videoendoskop med integrerad skärm, 
batteri och möjlighet att spara bilder, allt i ett 
enkelt format som är extremt 
kostnadseffektivt.
De smidiga MVE endoskopen ger många 
möjligheter som ex undersökningar i nos, öra, 
munhåla m.m..

MVE Portable system 
MVE-5010 
Working length 
Diameter of distal-end 
Diameter of instrument channel 
Range of bending 

MVE-6010 
Working length 
Diameter of distal-end 
Diameter of instrument channel 
Range of bending 

MVE-9215 
Working length 
Diameter of distal-end 
Diameter of instrument channel 
Range of bending 

1000 mm 
5.2 mm 

2.2 mm 
U140' D130' 

1000 mm 
5.8mm 
2.6 mm 

U140° 0130° 

1500 mm 
9.0mm 

2.8mm 
U210° D90' R/L 100° 

<D2.6mm 

6 
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Helt ny Motus 3.0 bild 
processor plattform 
Mjukvaran nu 10 gånger så kraftfull mot 
tidigare versioner.
Större möjligheter till bildbearbetning.

�, i;.a USB F unction
The USB interface can be used to store video and still images using U disk. 

Ny HD bildsensor
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Aohua Endoscopy 

Aohua Endoscopy Co., Ltd. was originally incorporated in 1994, a globally-renowned medical endoscope manufacturing 
company with products consisting of video endoscopy system, endoscopy peripheral equipment, endoscopic diagnosis and 
treatment device etc. And sales network covering more than 80 countries and regions in the world. Our mission is to take the lead 
of endoscope technology innovation and push forward the technological progress of endoscopic diagnosis and treatment 
technology. We will proactively and constantly serve the cause of human health. 

To date, more than 10,000 hospitals around the world are using Aohua endoscopy equipment. It is precisely because of the 
existence of Aohua who is providing abundant, easy to use and affordable endoscopic products and services that thousands of 
hospitals can carry out endoscopic diagnosis and treatment services. Aohua now provides end-to-end solution and service to 
end-users with digestive endoscopy equipment, endoscopic diagnosis and treatment consumables, surgical endoscopy products 
and peripheral devices. 

AOHUA vet-OR 1200 HD
VETERINÄRA ENDOSKOP NU MED HIGH DEFINITION!

Din AOHUA representant!
Fråga oss om en smart endoskopilösning

info@next2vet.se
+46 411 55 57 30
www.next2vet.se


